OMBA ELIAS

AGUAS LIMPIAS

EAUX PROPRES

Bombas horizontales
Horizontal pumps

Pompes horizontales ELIAS PUMPS

Series
Série

Serie STAR

Descripcion

Gama de bombas centrifugas con 1 6 2 turbinas

contrapuestas para aguas limpias. Adecuada
para casas de campo, grupos de presion en
viviendas y circuitos generales.

Construccion monobloc, cuerpo de hierro
fundido GG-20, turbinas y eje en acero
inoxidable. Motores monofasicos con
proteccion térmica incorporada. Condensador
situado en el interior de la caja de conexiones.
Proteccion 1P-54. 230 Vy 230/400V, 50 Hz.
Bajo demanda version a 60Hz o para vehicular
otros liquidos.

Altura maxima de aspiracion: 7 m.c.a.
Temperatura maxima de trabajo: 80°C.
Recomendable proteger afiadiendo un
guardamotor.
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Description

opposed impellers for clean water.

Suitable for country houses, pressure groups in
family buildings (flats) and general circuits.
Monoblock construction. GG-20 cast-iron casing,
stainless steel impellers and shaft.
Single-phase motor with built-in thermal
protection.

Capacitor situated inside the connection box.
IP-54 protection 230 and 230/400 V, 50 Hz,
60Hz version available on demand. This range
can be supplied for pumping other liquids by
incorporating special joints and seals.

Max. suction height: 7 mts.

Max. working temperature: 80°C.

Protecting the motor by a protection switch is
recommended.

A range of centrifugal pumps with 1 or 2 counter
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Description

Gamme de pompes centrifuges avec 1 ou 2
turbines opposées pour l'eau potable. Convient
pour les chalets, maisons lobbies et des circuits
généraux.

Construction monobloc, corps en fonte GG-20, les
turbines et arbre en acier inoxydable.

Les moteurs monophasés avec protection
thermique.

Condenseur situé dans la boite a bornes.
Protection IP-54. 230 V et 230/400 V, 50 Hz.
60Hz sur demande.

Peut étre fourni sur demande pour le transfert
d'autres liquides.

Aspiration maximale: 7 m

Température maximale de travail: 80 ° C

Il est recommandeé de protéger en ajoutant un
garde-moteur.

Caracteristicas / Characteristics / Caractéristiques
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STAR-80 1 230 M 6,9 11 16 15 6,2 | 55| 4.2 1,8
STAR-105M | 1,2 230M 6,9 1"% 1 20 - 53| 48 1430 22| 0,9
STAR-155M | 1,5 230 M 8,5 1557 18 22 =l 5,5 5 4,5 36 | 27| 09
STAR-155T | 1,5 | 230/400T 5/2,9 1"% 1" 22 % 55| 50| 4,5 36 (| 27| 09
STAR-205M 2 230 M 9,2 1"% 15 30 6,2 | 59| 55| 52| 45| 3,6 3 1,4
STAR-205T 2 | 230/400T | 6,3/3,6 1"% 1" 30 6,2 | 59 55|52 ]| 45| 36| 3,0 1,4
Dimensiones / Dimensions / Dimensions
N0 ne i 3 ) DINA )
STAR-80 315 232 101 106 195 81 57 1% 1850 @12
STAR-105 340 241 103 120 195 106 82 1” 1"% @12
STAR-155 370 241 103 120 195 106 82 12 1"% @12
STAR-205 370 272 118 140 226 98 82 1” 1"% @12
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